
Pressure regulator and filter now 
combined in one compact unit!

Fewer Parts.
Quicker Installs.

Patent-pending compact unit combines 
filtration and pressure regulation to 
protect downstream drip components.

Available with either the static 
RBY Filter or the self-cleaning 
Back Flush Filter.

30- or 40-psi pressure regulator 
integrated in filter body.

Glass-filled polypropylene 
body and cap provide  
150-psi pressure rating.

Works with all valves to create 
an efficient control zone.

Rain Bird’s new Pressure Regulating (PR) Filter Control Zone Kits come assembled 
and measure at least 24% shorter than the competition. Now you can fit up to four 
control zone kits in one standard valve box and dig fewer holes, or place one control 
zone kit in a 10-inch, round valve box and dig smaller ones. 

Rain Bird combines a filter and pressure regulator 
into one unit for fast and simple installation.

Simple to install!  
Pre-assembled 
Control Zone Kits.

* Based on vigorous cycle surge reliability testing, the Rain Bird PR Filter was proven to be ten times stronger than competitive units. Extensive 
thermal testing confirms these kits will not leak after being subjected to extreme temperature fluctuations.

Fewer Parts.
Quicker Installs.





Ask your distributor for these PR Filter Control Zone Kit Models,  
part of the complete Rain Bird® Xerigation® System — simple to use,  
reliable and durable low volume irrigation products.

Flow
Regulated 
Pressure Filtration Filter Features

Available 
with BSP 
Threads

PR FILTER MODELS

PRF-075-RBY 0.2-5.0 gpm
(45,4-1136 l/h)

30 psi 
(2,0 bars)

200 mesh  
(75 micron)

Sealing 0-ring 
unthreads for 

cleaning

PRF-100-RBY 3.0-15.0 gpm
(681-3407 l/h)

40 psi 
(2,8 bars)

200 mesh 
(75 micron) 
self-cleaning 

backflush

Sealing O-ring 
unthreads for 

cleaning
✓

PRF-075-BFF 0.2-5.0 gpm
(45,4-1136 l/h)

30 psi 
(2,0 bars)

200 mesh  
(75 micron)

Self-cleaning 
action flushes 

debris 
automatically

PRF-100-BFF 3.0-15.0 gpm
(681-3407 l/h)

40 psi 
(2,8 bars)

200 mesh 
(75 micron) 
self-cleaning 

backflush

Self-cleaning 
action flushes 

debris 
automatically

✓

PR FILTER CONTROL ZONE KIT MODELS

XCZ-075-PRF
3/4" low-flow valve + 3/4" 
pressure regulating RBY filter

0.2-5.0 gpm
(45,4-1136 l/h)

30 psi
(2,0 bars)

200 mesh  
(75 micron)

XCZ-100-PRF
1" DV valve + 1" pressure  
regulating RBY filter

3.0-15.0 gpm
(681-3407 l/h)

40 psi
(2,8 bars)

200 mesh  
(75 micron) ✓
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Save 20% on Rain Bird’s new Pressure Regulating Filters 
and Pressure Regulating Filter Control Zone Kits! Details inside.




